
EN 1891 Type A

TECHNICAL SHEET

2239  LITHIUM 10.5 mm
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65 3290 195010.5 mm Polyamide 32 carriers 7 strands

CARICO DI ROTTURA daN (kg)
STATIC STRENGTH daN (kg)DIAMETER

DIAMETRO
RESISTENZA
CON NODO 8

STRENGTH WITH
FIGURE 8 KNOT

PESO
(g/m)

WEIGHT
(g/m)

MATERIALE
MATERIAL

CONSTRUZIONE
CALZA
SHEAT 

CONSTRUCTION

CONSTRUZIONE
ANIMA 
CORE

CONSTRUCTION

18 5,5 2,9% 0 38% 2,2%

N. CADUTE
FATTORE 1

NUMBERS OF 
FACTOR 1 FALLS

FORZA DI ARRESTO
FATTORE 0.3 kN
IMPACT FORCE 
FACTOR 0.3 kN

ALLUNGAMENTO
50/150 kg

ELONGATION
50/150 kg

SCORRIMENTO
DELLA CALZA mm

SHEATH
SLIPPAGE mm

PERCENTUALE
DELLA CALZA

SHEATH
PERCENTAGE

ACCORCIAMENTO
IN ACQUA

SHRINKAGE
IN WATER

200-600 m

1 - White / Black

STATIC

- 10.5 mm static line with great properties of 
lightweight and soft handling, in addition to a 
high breaking strength

- Available in 200 and 600 meter lengths

This static rope will certainly become the best 
seller of the CAMP range. Features an 
exceptional breaking strength and solidity. 
Available in 200 m roll and 600 m carton box.

ROPE ACCESS

TREE CLIMBING
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